
 

 
 

L
C

A

C
A

 

 

 

 

 

 

In

1. P
2. T
in a
3. I
4. I
5. O
6. T
7. K

 
 
Li
1. N
2. T
ins
tra
3. I
4. T

   
 
 
Li
1. T
2. L

 

   

 

Licensed by "WAC" t
Chinese Marketing He

Address 

China factory 
Address 

 

 

 

 

stallation Prec

Please read the in
This lamp is only
advance; 
Installation by qu
In order to avoid 
Only suitable for 
The light source o
Keep the manual 

 

ght Installatio
Note that there is
There is an indica
sert the lamp conn
ck); 
If you need to rem
The track light ca

            

ght Adjustable
The lamp can rot
Lamp with knob 

             

trademark holder - W
eadquarters 

  

  

  

  

cautions: 

nstructions carefu
y applicable to W

ualified electrician
the risk of electri
indoor installatio

of this lamp is no
for  reference. 

n 
s a small groove a
ating arrow on th
nector into the tra

move the lamp fro
an be installed in 

e： 
tate 355 degrees h
dimming functio

 

WAC LIGHTING, US
: WAC L

: 14,Lane

: Manufa
: 390, Qi

ully before install
WAC J series track

ns; 
ic shock, please c
on (not for humid
ot replaceable, on

along one side of 
he clamp of the lam
ack and turn it clo

om the track, pre
any position alon

        

horizontally and 9
on: rotate the dimm

SA 
Lighting (Shanghai) C

e 299, Bi Sheng Road

actured WAC Lightin
ngfeng Road, Qingxi

ation; 
k, if you need to m

confirm to turn of
d environment); 
ce it needs to be r

the track to indic
mp connector. Pl
ockwise by 90゜.

ss the opposite op
ng the track, but i

                

90 degrees vertica
ming knob of the

Ins

Mo

Co, Ltd. 

d, Shanghai 201204,C

ng (Dongguan) Co, L
i Town, Dngguan, Gu

match with other 

ff the power supp

replaced (such as

cate polarity; 
lace the arrow on 
. (Ensure that the 

peration; 
it is necessary to 

  

ally, as shown in 
e back cover to ad

stallation Inst

del：JL15*

China 

td. 
uangdong. Postal cod

manufacturers' tr

ply before installa

s the end of the li

the same side of 
tenon of the lamp

ensure that the tra

the figure below
djust the brightnes

tructions 

*/JL16*/JL1

de: 523653 

ack, please consu

ation, maintenanc

fe of the light sou

f the small groove
p connector is stu

ack can withstand

 

. 
ss of the lamp, th

   

17* 

 

ult the technical d

ce and lighting; 

urce), the entire la

e of the track and 
uck in the track an

d the weight of th

he dimming range

 1 / 2 

department of the

amp should be re

parallel with it. T
nd the lamp is fix

he newly added la

e is: 10%-100%; 

e factory 

eplaced; 

Then 
xed on the 

amp. 



 

 
 

L
C

A

C
A

 

 

 

 

 

 

In
1. 
2. 

一
二
三
四
五
六

 

 

 

Licensed by "WAC" t
Chinese Marketing He

Address 

China factory 
Address 

 

 

 

 

stallation of ac
Turn the front co
After the lens or 

cover is tighte

 
一、  
二、  
三、  
四、  
五、  
六、  
 

 
1. For glass acce
instructions for r

 

As shown in the 
hand. When it is 
by hand, and the 
accessories. 

     

trademark holder - W
eadquarters 

  

  

  

  

ccessories (acce
over clockwise un
other accessories

ened counterclock

ssories, please re
removing and rep

figure above, the
not moved, the fr
new lens can be 

 

WAC LIGHTING, US
: WAC L

: 14,Lane

: Manufa
: 390, Qi

essories purch
ntil it stops movin
s are replaced, the
kwise to complete

fer to the specific
lacing the new gl

e front cover will 
front cover will be
put into the lamp

 

Clockwise 

Brack

Lens

Front

Lamp

SA 
Lighting (Shanghai) C

e 299, Bi Sheng Road

actured WAC Lightin
ngfeng Road, Qingxi

hased separatel
ng, and remove th
e opening on the 
e the installation 

cation book and th
lass：  

 
be rotated clockw
e removed from t
p by taking out th

ket 

t cover 

p body 

Ins

Mo

Co, Ltd. 

d, Shanghai 201204,C

ng (Dongguan) Co, L
i Town, Dngguan, Gu

ly): 
he front cover fro
side of the front c
of the accessorie

the 

wise by 
the lamp 

he lens 

2. 
ins
a. T
ho
b. 
as 

3.S
ins
a. T
int
b. 

 
 
No
ins

stallation Inst

del：JL15*

China 

td. 
uangdong. Postal cod

m the lamp by ha
cover is aligned w
s. 

Please refer to th
structions for dism
Take out the fron
neycomb into the
Insert the front co
shown below. 

Snoot accessories
structions: 
Take out the fron
to the fixed brack
Put the snoot into

ote: When replaci
stalled at the same

Convex poin
degrees spre
three places

Slot（120 deg
spread in three

tructions 

*/JL16*/JL1

de: 523653 

and. 
with the convex p

e specifications f
mantling the hone
nt cover and hang 
e fixed bracket, as
over into the lamp

    
 please refer to th

nt cover and put th
ket, as shown belo
o the lamp body a

    

ing the parts, the 
e time. 

t（120 
ead in 
） 

rees 
e places） 

17* 

 

point on the lamp

for cellular access
eycomb: 

g it on the lamp, a
s shown in the fo

mp body and tighte

         
he specification, d

he honeycomb (o
ow; 
and tighten it cou

         

snoot and the ho

 2 / 2 

 body, and the fro

sories, and the 

and install the 
ollowing figure; 
en it counterclock

disassembling sn

or other accessorie

unter clockwise.

neycomb can be 

ont 

kwise 

 
oot 

es) 

 

 


