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Product Model: 

This installation instruction is suitable for LED outdoor embedded Graze line lamp. 

EIL103-10ET series, EIL105-28ET series, EIL110-56ET series; EIL103-10MT series, EIL105-28MT series, 

EIL110-56MT series. Among them, "ET" is non-dimming and "MT" is DMX512 dimming. 

Installation statement：  

1. Read all instructions before installing. 

2. System is intended for installation by a qualified electrician. 

3. To reduce the risk of fire, electrical shock and injuries to persons,  

turn off power at main switch before installing or modifying the system. 

   4.  Before installing luminaire, please make sure that the installation surface is firm and reliable, so as to avoid 

loosening and falling off of luminaire. 

   5.  Retain instructions for future maintenance reference. 

Installation steps：                                                                                   

1. The installation method of this luminaire is suitable for embedded installation and buried installation. The 

luminaire is clamped and fixed by the luminaire holder and the installation surface. 

2. Power wires from lamps: brown wire represents the positive pole of power supply, black wire represents the 

negative pole of power supply, blue line represents the positive pole of dimming, yellow and green line represents 

the negative pole of dimming. The luminaire uses 24VDC power supply, positive and negative poles can not be 

connected Contrary. 

Embedded Installation  

1. Before installing the luminaires, make sure there is enough space on the windowsill or floor to install the lamps, and 

make sure that the thickness of X dimension is less than 25 mm (mm). As shown in PIC 1. 

 

                PIC 1                                                    PIC 2 

3. Slot the window sill or ground according to the type of luminaire. The corresponding size of the groove is as follows. 

The shape of the groove is shown in PIC 2. 

 length(mm) width(mm) 

EIL-103* 210 50 

EIL-105* 480 50 

EIL-110* 980 50 

 

4. Rotate the M5 screw with a cross screwdriver, and rotate the luminaire holder to the bottom (nut end) to 

ensure a certain locking force. Connect the luminaire power wire to the laid wire(water-proof box can be 

added according to actual needs) (PIC 3). Then carefully insert the luminaire into the hole that has been 

opened, and then use the cross screwdriver to tighten and lock the M5 screw. At this time, the line luminaire 

bracket will move up and clamp the installation groove (PIC. 4). Likewise, just lock the screw at the other end. 

    Connect the power supply and the lamp can be used normally. 
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                        PIC 3                                              PIC 4 

Buried installation: 

1. First dig the groove on the ground, then install the embedded parts and connect the wires to the corresponding 

interface of the waterproof box, and finally pour concrete around the embedded parts to make them fixed. 

2. Connect the luminaire wire to the corresponding interface of the waterproof box (PIC. 5). 

 

PIC 5 

3.  Carefully place the luminaire in the embedded part. Finally, rotate the M5 screw with a cross screwdriver and lock it 

so that the line lamp can lock the embedded part (Fig. 6). When concrete is solidified, it can be used normally by 

connecting the power supply. 

 

PIC 6 

DMX512 dimming control  

Connection mode of constant voltage 24V/DC luminaires DMX512 dimming luminaires (PIC 7) 

          PIC 7 

NOTE: Wire connection shall be made with IP67 and above waterproof junction boxes. The waterproof junction of 

boxes shall be matched with the wires of luminaires. 

Recommended that the number of luminaires connected to each power supply circuit should not exceed 25 and 

that the number of luminaires contained in each DMX signal amplifier should not exceed 170. 
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