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SAFETY INSTRUCTION 

IMPORTANT: NEVER attempt any work without shutting off the electricity. 

‐ Read all instructions before installing. 

‐ To be installed by a qualified electrician. 

‐ Turn off power at main switch before installing or modifying the system. 

‐ Do not put any curtain or combustible materials on lighting fixtures. 

‐ Change the safety glass if broken. 

‐ Don’t install lighting fixtures.in not safety or not solid skylight. 

‐ Retain instructions for future maintenance reference. 

Installation 

1. Please make sure there is enough space above the ceiling to install at first, refer to the figures below: Downlight 

(see FIG1), Adjustable (see FIG2), Wall wash (see FIG3). The suitable ceiling thickness range: Downlight or 

Wall wash is 1~40mm; Adjustable is 1~25mm. 

2. Cut a ￠116mm round hole, wire comes out from the hole. (see FIG4). 

 
3. Open the junction box, follow the characteristic on the connector, insert the input wires into the connector.(see 

FIG5). 
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4. Adjustable installation: Remove the second class reflector from the fixture, connect fixture wires to building wires, 

then push the driver and wires into the ceiling. Adjust the fixture angle, then fold the mounting springs toward 

body and insert the fixture into the ceiling cutout, be sure the fixture is flush and secure ,then reinstall the second 

reflector (see FIG6 & FIG7). 

5. Downlight & Wall wash installation: Remove the second class reflector from the fixture, connect fixture wires to 

building wires, then push the driver and wires into the ceiling (see FIG8 & FIG9).One hand holds the fixture 

frame while the other hand rotate the screw clockwise with a screwdriver until the mounting bracket is clamped 

to the ceiling, then reinstall the second reflector (see FIG6 & FIG7). 

   

Disassembly and Maintenance 

1. Adjustable disassembly: Place the wall switch in the “OFF” position at first. Use a slotted screwdriver to raise the 

frame edge, rotate the fixture clockwise and pull it down (see FIG10 & FIG11). 

 

2. Downlight & Wall wash disassembly: Place the wall switch in the “OFF” position at first. Remove the second 

reflector from the fixture, rotate the screw clockwise with a screwdriver until the mounting bracket back into the 

fixture body, then put the fixture down.  
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