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WAC Lighting retains the right to modify the design of our products at any time as part of the company's continuous improvement program. 

 

Installation Statement：  

1. Read all instructions before installing. 

2. System is intended for installation by a qualified electrician. 

3. To reduce the risk of fire, electrical shock and injuries to persons,  

turn off power at main switch before installing or modifying the system. 

4. In accordance with the National Electric Code and local regulations. 

5. Suitable for both indoor and outdoor environment use. 

6. Retain instructions for future maintenance reference.  

 

Installation accessories (distribution) 

 

  

                                              Lighting shield                                  

                                              Number: 1PCS                               

   

 

Installation steps and wiring: 

 

1. Install the luminaire on the working place with a screw (self-contained).  

2. Connect the wires of the luminaire with the output wire of the power 

driver whose output voltage is 12V separately, and do the waterproof 

treatment at the wiring place. Refer to the model label and the input  

prompt label on the luminaire in detail.  

3. Luminaire input: AC/DC12V,The brown-red core wire is "+" positive  

and the blue core wire is "-" negative. 

4. Electricity connection to lighting. 

 

Luminaire adjustment: 

1. Tilt: Loosen the screw, adjust the luminaire body to the right position, and then lock it.  

2. Rotation: loosen the nut, rotate the luminaire body to the right position, and then lock it. 
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Brightness adjustment: 

 

1. Rotate the dimming knob until the arrow points to the  

corresponding scale, or at any position between the scales.  

2. The higher of the power, the brighter of the luminaire. 

 

 

 

 

 

Beam Angle adjustment: 

 

1. Remove the hood, hold the luminaire body tightly, rotate the 

luminaire cover arrow to point to the corresponding scale,  

or any position between the scales.  

 

 

 

 

 

 

2. Install the lighting shield (see the adjustment of the hood in detail)；                            

 

Note: There are 4 light-out angles that can be adjusted. 

 

 

 

Lighting shield adjustment: 

 

1. Unscrew the hand screw.  

2. Rotate the hood to the appropriate anti-glare position.  

3. Tighten hand screw.  

 

Product accessories: 

Ground plug type：EP1SL-SPK-BK 

Provide selection of installation solution. 


